PROPOSED STGNALS

PROPOSED NEMA PHASING

PROJECT DESCRIPTION o - aeyk A
Wiring Diagram »&¢ 3 ) T-Condustor £ lectrical
I. GENERAL c ¢ Cable (No. 14 A.#.G.) 14 5-8
This project involves the installation of a new Intersection Control Beacon at the r b @ @
in"|rerseo+ion of 0ld National Pike and Mussetter Road in Frederick Countys Maryland. o ! g
Old National Pike is considered to run in an east/west direction. < ' .
! a I F h-Conductor Electrical p p
2 : G { Cable (No. 14 A.W.G.) 12 12 PLASHING
[Ty~ INTERSECTION OPERATION ] AsBaCudK -—‘_": H
The intersection is to operate in a flashing mode. The 0!d National Pike movements il E J 2-Conductor Tray Cable PROPOSED SIONS
wi|l operate in a flashing yellow mode. The Mussetter Road movements will operate in a flashing o ! T (No. 12 ALW.G.)
red mode. g = = y 12,13 15 10,11
! = €« oty p
: P = t%__ AB.CHD : - .
An|eight phase, full-traffic-actuated. controller cabinet with a 2 circuit flasher 2 ;s" -+ ' K Bare Copper Ground 0ld National Pike
wi|l be instalted at this location. (Cabinet will be utilized for future traffic signai). 2 T = : L $ Wire (No. 6 A.W.G.) W 21 D-3(2)
5 N £ = F17620 36" x 36" 16" x Var.
5 . — L 3ire (o, 4 AW.G.) for R (Dual—faced)
CDNSTRUCTIDN DETAILS %: 2 ‘C:% BB DL M Tratfic Signal Electrical Service 301 MUSSBHEI’ Road 30" x 30 9
| ~
' g _ Proposed Overhead Electrical 48" x 12”
A{ Install base mounted NEMA- 6 cabinet. and all necessary equipment. . P Service Dy Allegheny Power Co. 35 Mussetter Road
Bi Install 27 ft. steel mast arm pole with 38 ft. mast arm, vehicle signal heads g _ MPH D-3(2)
and all necessary equipment for an overhead electrical MD-SHA Type B-14 g ® —  Proposed Grounding Rod W31 (E)Salifgsgclj)
service (Note: one 3 in. PVC and one 2 in. PYC conduit bends). 24" x 24
C, Install 27 Tt. steel twin mast arm pole with a 40 (cut from a 50 ft+.) and 70 ff. " CONTACT LIST
. mast arms. vehicle signal heads. 15 ft. luminaire arm, and 250 watt HPS = EXISTING SIGNS
luminaire (Note: one 3 in. PVC conduit bend). The contact persons fior District #7 are as fol |ows: 10 BE _REMOVED EXISTING SIGN
0} Install handhole. . " 14
: Neil C. Spiller Mr. Dave Coyne 13
Ei Install 3 in. polyvinyl chloride [Schedule 80] electrical conduit - trenched. \ F e ik gsounty Traffic Enginsering Assistant District Engineer - Maintenance
Fi Install 4 in. polyvinyl chloride [Schedule 80} electrical conduit - trenched. \ \
y . . . . . A M. John Concannon . M. Richard L. Daff
' Instail 4 in. DOl)’VH"I)" chlioride [Scheduie 80] electrical conduit - bored. 981512532;1268+m0+ Erwgineer — Traffic Chief, Traffic Operations Division
Hi Install 24 in. wide pavement marking - white for stop line. VoA 410-787-7630
.J Install ground mounted sign as shown. \\ \\ R‘Egri jr;nngugl?glg?ﬂ Ensgineer — Utility I??ezggg; ggmgngoﬁgzxsenmﬂve is: Mussett “Mussotter Road
Ki Remove and replace ground mounted sign as shown. / O | | 301-624-8113 Brian Manvi|ie S 2
. \ AN : : 421 E. Patrick Street
L{ To be installed by others. \ | Frederick, Maryland 21701 35
M{ Proposed overhead electrical service by Allegheny Power Co. \ / ] 3,3;‘23;‘5"02” MPH
N{ Install 2 in. polyvinyl chloride [Schedule 80] electrical conduit - trenched. \ ‘\ l\“ / ‘ lqo\ofl
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EQUIPMENT LIST e O T -
_ N / / \ D/W =
A ' . B. Equi + ished /or installed by the Contract 'ﬁ /" | N
. Approved S.H.A. equipment to be purchased by the Developer and quipment to be furnished and/or installed by the Contractor. AN\ Phase C h art
installed by the Contractor. All equipment in this Iist shall have cataiog All equipment in this list shall have catalog cuts submitted for NN
cuts submitted for approval prior to installation. approval prior to installation. ] %’
Specification Specification - iz Ji - /L \ 1 2 3 4 5 6 7 8
rel ! Quantit Unit Secti Descripti -
Quantity Units Section Description Y e eerion eseription a ‘Q \ @ ® @ @ @ ® @ ®
Lump Sum LS 108 Mobilization. —+ ”\ %‘
1 EA 818 27 #t. steel mast arm pole with a & | o \
38 ft. mast arm. Lump Sum LS 104 Maintenance of traffic. l :' | S f” \
[ . + 4
1 EA 818 gg 11:1 5*397'0*:10 "‘Gsi arm poie with 1 cY 205 Test pit excavation. “: _,{ | E /« \ E;}gf’;ﬂgm FL/Y | FLsY [ FL/Y | FLsY | FLR [ FL/R | FLR | FLR | YT T
. an . mast arms. T \ v
5 EA 811 Handhole. =
1 EA 816 Standard S.H.A. traffic signal base mounted ® »‘ I '-E-.).. }« \ NOTES
cﬁb:r:e;. and ﬁ—cizcgi'r -F[E:GSheT'-[rNO.re:j Cabinet 210 LF 810 2-conductor tray cable (No.12 A.W.G.). "l E /« \ INLS L2
sNna e purcnase rom LeconoliTte an
de(lji:erig 0 ghe*s.ﬁ.a. ségngldshgp for wiring 120 LF 810 S5—conductor electrical cable (No. 14 A.W.G.). % I Wy }L \ Geometrics shall be confirmed prior o the installation of signal quipment. All signal equipment to be installed at final grade.
an es8TINg. onTac re. odennizer u) . . . . . . . .
(410) 787-7650]. 945 e 810 7-conductor electricdl cable (No.14 . A.W.G. ). | 3 }N \\ Conduits shall be installed prior to the installation of pavement markings and final paving.
4 EA 814 12 0 tion (R) ﬁ | § AN Pavement markings detailed are proposed and are to be installed by the Contractor in accordance with MD-SHA standards.
in.. one—way. one section —wi . W.G. i . , . . . . . ops
adjustable black faced traffic signal head 60 LF 810 3-wire (No. 4 A.W.G.) electrical cable ”l | }« N\ All other pavement markings will either be installed as part of the Developer’s project or are to be considered as existing.
i’LIEGT“fTSS?'" mounting hardware and 180 LF 804 Bare copper stranded ground wire (No. 6 A.W.G.). "{ | ,ﬂ \\ . All underground and overhead utilities shown on these plans are schematic and are not to be consideredcomplete. The
) e 614 2 i on . fion (1) 30 LF 805 2 in. polyvinyl chloride [Schedule 80] electrical | f‘ \ Contractor shall be responsible for notifying alt utility companies prior to construction so that all utilities may be located in
1. » ONe-way. oOhe SecTion Condu'-'- — -|-renched. + . . NN . . . +
adjustable black faced fraffic signal head | ~| | the field. [f the Contractor perceives that a conflict between the utilities and the traffic signal equipment will occur. the
with mast arm mounting hardware and 20 LF 805 3 in. polyviny! chloride [Schedule 80] electrical % | f« Contractor shall notify the appropriate Project Engineer immediately.
tunnel visor. conduit - trenched. : | | \
3 EA 813 16 in. x Var. D-3(2) {Dual Faced) sign for 250 LF 805 4 in. polyvinyl chloride [Schedule 80] electrical \
under mast arm mounting. conduit - bored.
. . . . [STONS
2 EA 813 36 in. x 36 in. W 2=1 sign for ground mounting. 40 LF 805 4 in. polyvinyl chloride [Scheduie 80] electrical GEOMETRIC LEGEND REV APPROVALS MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
conduit — trenched.
2 EA B13 48 in. x 12 in. D-3(2) sign for ground mounting. —— EXISTING GEOMETRICS L) Offo f 7— ffo & S f
8.55 cYy 801 Concrete foundation for traffic signal equipment. . " : Ice O ra IC a e
2 EA 813 24 in. x 24 in. W 13-1 sign for ground mounting. I 9 uip PROPOSED GEOMETRICS ] I ’ I TEAM LERPER, TRAFF\C ENGINEERING DESIGN DIVISION TRAFFIC ENGINEERING DESIG% DIVISION
3 EA 804 Ground rod —34in. diameter x 10 ft. length.
4 EA 813 30 in. x 30 in. R1—1 sign for ground mounting. “ I 9 UTILITY LEGEND P ﬁ/ >‘[\ / /
1 EA 807 Control and distribution equipment (120/240 V. one Z// 2/i5 (Traff: < | P )
! EA 806 15 ft. Luminaire arm. phase. three wire system) for a type B-14 overhead I | | l ASSTGHER TRAPFIC ENGHEERING DESIGN DIVISON ratTtic -igna an
electrical service. 8 G GAS MAIN /ﬂé . .
B 85 250 wHPS. lar ond luminaire. ¥ —— WATER WAIN Old National Pike at Mussetter Road
36 LF -— 4 in. x 6 in. wood sign support. . . SEWER MAIN s /2 /L/Kr/]
25 EF 556 24 in. wide white HAPPTPM - for stop |ine. E E E#EE;R[I);A(I?QBLES | | | | fkcwEr TRAF%NGNEERNG DE DIVISION DRAWN BY: Frank Hoeckel F AP NO. N/ A TS ND.
_— b1 : 4148
Lump Sum LS As-built for S.H.A. [on CADD]. A A AERIAL CABLES The Trafic Croup, Ine ; ) /9/ / CHECKED BY: . ‘ S H.A NO. BW996M82 SHEET NO.
. 209316600 / ¢4 | sCALE: M- 20 COUNTY: Frederick T.I.M.S. NO.
T TELEPHONE CABLES
Fav 410-931-6601 | J | | DIRECTOR, TRAFFIC & SAFETY DATE: December 11, 2001 LOG MILE: E-320 1 OF 1
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